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TOXICITT DATA--Oral LD50 (rat): 9750 mg/kg (Acetone) 

Dermal LDSO (rabbit): 20,000 mg/kg (Acetone) 

Inhalation LC50 (rat); no data; Exposure lime: hours 

SYMPTOMS OF ACUTE OVEREXPOSURE* • 

EYES: Liquid and vapor are irritating to the eyes. 

SKIN: Mild irritant. 

INHALATION: May cause irritation of nose and throat, headache, lethargy, drowsiness, weakness, loss of coordination, and 
nausea. 

INGESTION: No specific data; may be expected to irritate gastrointestinal tract and cause symptoms similar to those of 

inhalation. 


EFFECTS OF CHRONIC OVEREXPOSURE: Prolonged or repeated exposure by inhalation of vapor and/or skin contact with the liquid 
can damage the nervous system, blood, and kidneys. Symptoms may include those of acute inhalation (above) as well as Loss 
of appetite, weight loss, and personality changes. 


MEDICAL CONDITIONS WHICH EXPOSURE HAY AGGRAVATE: None reported. 


CARCIN0GENtCITY*'OSHA regulated? no ACGIK? no Other? no 

National Toxicology Program? no International Agency for Research on Cancer? no 

Ingredient(s) listed; Hone 


~SECnON67~YiACTI^^^ ==«=============-====-=.==-================-===-================z=======.== 

STABILITY: Chemically stable 
Conditions to avoid: Sparks, open flames and high heat. 

Materials to avoid: Oxidizing materials, strong acids, strong bases, and some amines. 

Hazardous deconposition products: Burning produces dense, toxic smoke including carbon monoxide, carbon dioxide, and 

oxides of nitrogen. 

HAZARDOUS POLYMERIZATION: will not occur. 

Conditions to avoid: None. 

S^Cr/olvy“'5P7LL05 

SPILL CONTROL: LARGE piLLS*-Evacuate area; eliminate ignition sources; wear protective clothing, overshoes, and respirator. 
Fl^ spill area with water; absorb spill on inert material such as vermiculite and transfer to impervious container. 
Dried adhesive is flamnablei SMALL SPlLL**Absorb on inert material. 

WASTE DISPOSAL: Dispose of as hazardous waste under applicable federal, state, and local regulation. 

Applicable CERCLA/RCRA Hazardous Waste Codes: UQ02 (acetone); D001 (ignitability) 

Reportable Quantity under CERCLA, In pourvls; 100 


EYES: Chemical splash goggles or full-face shield is recommended for those working with this adhesive in larger 

quantities which could splash. 

SKIN: Use rubber gloves for repeated-or prolonged contact. 

RESPIRATORY: None in normal use with good ventilation; otherwise use NIOSH-approved organic vapor respirator. 

VENTILATION: Provide sufficient ventilation to keep below TLV & LEL 


SECflONT~~TRECAVjWNS~FO^^ 

— Keep away from heat, sparks and open flames. 

---Close container after use. Store in a cool, well-ventilated area. 
---Do not store above 120F. 

---Wash thoroughly before eating or smoking. 

---Use only with adequate ventilation. Avoid breathing vapors. 


PROPER SHIPPING HAKE: Adhesive (Containers under 1 pint are ORM-D) UN 1133 
D.O.T. HAZARD CLASS: Flammable liquid (ORH-0 < 1 pint) 


ITW Brand Merchandising bases the information and recommendations in this documenl on data believed to be conva. Nu 
warranty of any kind, however, is made as to the information in this document. 


